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HEAD Model LH001 LH002 LH 2051 LH 2065 LH 2065 LH 2080 LH 2080 LH2080 LH2080 LH 1105 LH 3080 LH 3080 LH 2065 LH 2065 LH 3065

PHOTO

Model No ZC-0.12/8, 25L ZC-0.12/8, 50L V-0.17/8, 50L V-0.25/8, 100L V-0.25/8, 150L V-0.67/8, 200L V-0.67/8, 300L V-0.67/8, 200L V-0.67/8, 300L LHZ-0.63/12.5, 300L W-0.9/8, 500L W-0.9/8, 500L V-0.25Q, 50L V-0.25Q, 100L W-0.36Q, 100L

Voltage 220V / 50hZ 220V / 50hZ 220V / 50hZ 220V / 50hZ 220V / 50hZ 220V / 50hZ 380V / 50hZ 380V / 50hZ 380V / 50hZ 380V / 50HZ 220V / 50hZ 380V / 50hZ GASOLINE GASOLINE GASOLINE

Power 2HP/1.5KW 2HP/1.5KW 2HP/1.5KW 3HP/2.2KW 3HP/2.2KW 5.5HP/4KW 5.5HP/4KW 5.5HP/4kW 5.5HP/4kW 5.5HP/4kW 7.5HP/5.5KW 7.5HP/5.5KW 5.5HP/4KW 5.5HP/4KW 5.5HP/4KW

Cylinder size mm φ42*1 φ42*1 φ51*2 φ65*2 φ65*2 φ90*2 φ90*2 φ90*2 φ90*2 φ105*1+φ51*1 φ80*3 φ80*3 φ65*2 φ65*2 φ65*3

Displacement 120L/min 120L/min 170L/min 250L/min 250L/min 670L/min 670L/min 670L/min 670L/min 630L/min 900L/min 900L/min 250L/min 250L/min 360L/min 

Rotated Speed 2800pm 2800pm 1050pm 1050pm 1050pm 980pm 980pm 980pm 980pm 780pm 980pm 980pm 1050pm 1050pm 950pm

Max pressure 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR 12.5BAR 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR

Gross Weight 20 KGS 25 KGS 45 KGS 65 KGS 85 KGS 110 KGS 155 KGS 110 KGS 155 KGS 230KGS 310KGS 310KGS 65 KGS 65 KGS 70 KGS

Dimensions mm 

(LxWxH)
540X240X570 700x310x660 800x380x700 990x380x760 1150x410x800 1320x530x100 1660x580x1050 1320x530x100 1660x580x1050 1660x580x1090 1930x680x1250 1930x680x1250 920x380x760 990x380x810 990x380x810

100L belt 

Aluminium

150L belt 

Aluminium

200L belt 

Aluminium

300L belt 

Aluminium

500L belt 

Aluminium

HEAD Model LH2065 LH2065 LH2065 LH2080 LH2090

PHOTO

Model No LH 2065/8, 100L LH 2065/8, 150L LH 2065/8, 200L LH 2080/8, 300L LH 2090/8, 500L

Voltage 220V / 50hZ 220V / 50hZ 220V / 50hZ 380V / 50hZ 380V / 50hZ

Power 3HP/2.2KW 3HP/2.2KW 3HP/2.2KW 5.5HP/4KW 7.5HP/5.5KW

Cylinder size mm φ65*2 φ65*2 φ65*2 φ80*2 φ90*2

Displacement 250L/min 250L/min 250L/min 400L/min 500L/min 

Rotated Speed 1050pm 1050pm 1050pm 950pm 950pm

Max pressure 8 BAR 8 BAR 8 BAR 8 BAR 8 BAR

Gross Weight 65 KGS 85 KGS 100 KGS 185 KGS 220KGS

Dimensions mm 

(LxWxH)
990x380x760 1150x400x800 1320x530x960 1660x580x1060 1930x680x1250

ALUMINIUM HEAD COMPRESSORS

CAST IRON HEAD COMPRESSORS

DISCLAIMER

Spare Parts Service Station 

Protech Industrial Equipment Ltd.
24 Kijabe Street | P.O.Box 10076-00100, Nairobi - KENYA

Wireless 020-2431558 /9 | Mobile 0728 607525|
Fax 020-2601187.

Protech Quality equipment for premium development 

Whilst Protech Industrial Equipment Ltd and its affiliates takes reasonable care 
to ensure the accuracy and completeness of any data or information provided 

by it on this web site, any person accessing this web site agrees that by so 
accessing this web site that Protech Industrial Equipment Ltd, its officers, 

employees and agents do not accept any liability of whatsoever nature for any 
direct, indirect, incidental or consequential loss or damage of any kind or 
nature, howsoever arising from the use of or reliance on any such data or 

information.

Air Compressors


